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This manual is intended for use by experienced technicians using safe
procedures in a properly equipped shop environment, Safety precautions
should always be followed, such as wearing eye protection, using approp-
riate tools and lifting devices. Marmon-Herrington is not responsible

for damages or injury resulting from the service of these components.

Remember to check our website (marmon-herrington.com ) for updates and addi-
tional information. Find detailed operation and preventative maintenance information
in the General Operating Manual. T-30 Parts Manual also available.
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REPLACEMENT PARTS

When ordering replacement parts for MARMON-
HERRINGTON TRANSFER CASES, the following
information should be given:

1.

4.

FACTORY ORDER NUMBER. Found on ID
Plate affixed to Transfer Case Housing. This
will be a six (6) digit number. (See illustration
below)

Model of transfer case, i.e T-60, T-100

Give quantity and complete part number
including ALL CHARACTERS (including zeros
(0), dashes (-), underscores (_), and spaces).
Note: Drivelines, shift linkages, etc., can be
found on the computer printout of Bill of
Material, which is included in the Service
Manual

Give complete billing and shipping address.

WARRANTY CLAIM PROCEDURE

Before proceeding with repairs or ordering parts that
you feel may be covered under warranty, you must
first contact Marmon-Herrington Customer Service
Department and obtain a Repair Authorization
number.

Please be prepared to supply all of the following
information:

*Factory Order Number- This is located on an ID plate
fixed to either the driver’s door panel or the
component (axle or transfer case) itself.

*Model and Serial Number (required)- Again located
on the ID plate fixed to either the driver’s door panel
or the component itself.

*Vehicle year, Make and Model

*Vehicle Identification Number

*Mileage

*In Service Date

00030216080

MUST BE INCLUDED

EXAMPLE PART NUMBERS

5840_333 233

MUST BE INCLUDED

The information necessary for replacement parts and/or warranty claim
procedures will be found on the ID Plate

‘ MARMON-HERRINGTON
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GENERAL OPERATING INFORMATION

TIRES AND GEAR RATIOS

Tires, wheels and axle gear ratios have beampdca
between front and rear axles. Please consult tire or gear specialist before installing components

differing from original equipment.

OPERATIONS

Except for the case of PD (Proportioning Differential) version transfer cases, Marmon -Herrington
equipped vehicles are intended for as -needed AWD (alkwheel-drive) operation in off -road condi-
tions only. DO NOT operate in AWD mode on hard, dry surfaces.

SHIFTING

Marmon-Herrington Axles and Transfer Cases are not fitted with any type of clutching device, and
may only be shifted when the vehicle is at a complete stop. This applies to FAE (front axle en-
gagement), high and low range, and locking differentials. The only exceptions are those vehicles
equipped with Marmon-He r r i n gt --SHiftssystéra.f e

The transfer case relies on tooth alignment for internal gears to mesh, and it may be necessary to
allow the vehicle to roll forward or backwards several inches to complete the shift. When select-
ing a shift function, operators must wait for the appropriate indicator to illuminate before accel-
erating to avoid costly internal damage.

SHIFT PROCEDURE

1. With the vehicle at a complete stop, select the desired range, axle position, or PTO function

desired.

2. Place the main transmission in gear.

3. Allow the vehicle to idle forward (or backwards) several inches until shift is completed, eviden -
ced by the appropriate indicator light.

4. Accelerate normally. In case of a manual transmission, ease the clutch out in low gear, allow -

ing the vehicle to owalkdé until shift is compl ¢
TORQUE
0Torque Shockd or oOLoadingdé is a damaging mode

occurs in situations when a vehicle is operating in an area of low traction at high RPM with the
wheels spinning. When the tires make abrupt contact with a tractable surface, a violent shock -
load is transmitted through the drive train. This can result in damage to axles, drive shafts, trans-
fer cases and transmissions.

Simply engaging the front axle and operating in low range at lower speeds will allow the vehicle

to proceed without imparting undue stress on the drive train.

SUMMARY

Before retreating from the subject of shifting, it must be reemphasized that no transfer case,
PTO, axle differential, or power divider should ever be shifted while the vehicle is in motion. The
engagement of these components is intended for off -road use only, in poor traction conditions.
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/ T-30 TRANSFER CASE

S fot?( & DRAIN OIL IN WARM CONDITIONS.
® HE ® DRAIN LUBE TRHOUGH BOTTOM PLUG (2).
® == CLEAN MAGNETIC PLUG AND REPLACE.
® ADD LUBE THROUGH FILL PLUG (1) UNTIL
® < ® LUBE JUST STARTS TO FLOW FROM PORT.
5 = REPLACE PLUG.
® O e @ LUBE QTY: APPROX. 8 PINTS

1-FILLAND LEVEL PLUG
2 - DRAIN PLUG
3-VENT

APPROVED LUBRICANTS
85W/140

75W/90

SAE 90

See General Operating Manual for recommended maintenance schedule as well as alternative weight and
grade of approved lubricants.
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T-30 CONSUMABLES
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1 - DISASSEMBLY
T-Case (general)

1.1 Mount transfer case in appropriate stand.
1.2 Remove drain plug and drain lube.

1.3 Remove drive flanges

Note: It may be necessary to use threaded or hydraulic
puller to remove flanges from shafts.

Note: Input flange and rear output flange bolts are
M16X2.00X70, while front output flange bolt is
M16X1.50X70. Keep bolts with correct flange to

FAE Shift Housing

1.4 Remove Front Axle Engage (FAE ) indicator
switch, extension pin, snap ring, and shoulder.
(See figure 4)

Figure 3
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